AnyRidge®

Prosthetic Flow Chart - Implant Level

3 Different Sizes

‣ 3.5mm fixture: 3.5mm platform / 3.8mm bevel
‣ 4.0 - 5.5mm fixture: 3.5mm platform / 4.0mm bevel
‣ 6.0 - 8.0mm fixture: 5.0mm platform / 5.5mm bevel

Φ6.0 - Φ8.0
Widest thread diameter
Φ4.0 - Φ5.5
Platform Diameter
Φ3.5

10 IMPLANT DIAMETERS
1 PROSTHETIC CONNECTION
0 SCREW LOOSENING

UCLA Abutment
EZ Post
Extra EZ Post
Angled Abutment
Milling Abutment
Zirconia Abutment

Temporary Abutments

Internal Hex
Morse Taper

Transfer Impression Coping
Close Tray

Impression Coping
(Pick-Up)
Open Tray

Hex 1.2mm Hand Driver
One Driver for Complete System

Cover Screw
0.8, 1.6, 2.6mm Height

Healing Abutments
4, 5, 6, 7, 8 & 10mm Flare Diameter
3, 4, 5, 6, 7mm Cuff Height

All Lab Analogs have the same internal connection. Only width changes for wider platform.

Quick - Temporary Abutments have PMMA bonded to titanium substructure for immediate provisional.

Internal Hex: 2.3 mm
Same in all 10 fixtures

Widest thread diameter Φ8.0

Impression Coping
(Pick-Up)

Joel A. Gonzales RDA, Product Specialist Cell: (480) 440-3927 Email: joelg@megagenUS.com

Read more about the important Abutment Removal Driver on the back

VALUE
30 - 35 Ncm

AnyRIDGE®

UCLA Abutment
EZ Post
Extra EZ Post
Angled Abutment
Milling Abutment
Zirconia Abutment

Torque

10 IMPLANT DIAMETERS
1 PROSTHETIC CONNECTION
0 SCREW LOOSENING

UCLA Abutment
EZ Post
Extra EZ Post
Angled Abutment
Milling Abutment
Zirconia Abutment

Temporary Abutments

Internal Hex
Morse Taper

Transfer Impression Coping
Close Tray

Impression Coping
(Pick-Up)
Open Tray

Hex 1.2mm Hand Driver
One Driver for Complete System

Cover Screw
0.8, 1.6, 2.6mm Height

Healing Abutments
4, 5, 6, 7, 8 & 10mm Flare Diameter
3, 4, 5, 6, 7mm Cuff Height

All Lab Analogs have the same internal connection. Only width changes for wider platform.

Quick - Temporary Abutments have PMMA bonded to titanium substructure for immediate provisional.

Internal Hex: 2.3 mm
Same in all 10 fixtures

Widest thread diameter Φ8.0

Impression Coping
(Pick-Up)

Joel A. Gonzales RDA, Product Specialist Cell: (480) 440-3927 Email: joelg@megagenUS.com

Read more about the important Abutment Removal Driver on the back

VALUE
30 - 35 Ncm

AnyRIDGE®

UCLA Abutment
EZ Post
Extra EZ Post
Angled Abutment
Milling Abutment
Zirconia Abutment

Temporary Abutments

Internal Hex
Morse Taper

Transfer Impression Coping
Close Tray

Impression Coping
(Pick-Up)
Open Tray

Hex 1.2mm Hand Driver
One Driver for Complete System

Cover Screw
0.8, 1.6, 2.6mm Height

Healing Abutments
4, 5, 6, 7, 8 & 10mm Flare Diameter
3, 4, 5, 6, 7mm Cuff Height

All Lab Analogs have the same internal connection. Only width changes for wider platform.

Quick - Temporary Abutments have PMMA bonded to titanium substructure for immediate provisional.

Internal Hex: 2.3 mm
Same in all 10 fixtures

Widest thread diameter Φ8.0

Impression Coping
(Pick-Up)

Joel A. Gonzales RDA, Product Specialist Cell: (480) 440-3927 Email: joelg@megagenUS.com

Read more about the important Abutment Removal Driver on the back

VALUE
30 - 35 Ncm

AnyRIDGE®